INSTITUT ,PRUFFELD FUR ELEKTRISCHE HOCHLEISTUNGSTECHNIK" GMBH [IPH ”"_,

BERLIN

Independent, accredited testing station - Member laboratory of STL and LOVAG

TEST CONFIRMATION

on the given range of performed tests

A/S Lagstrup - Steel CLIENT
Egeskowej 18
3490 Kvistgard

DENMARK

A/S Lagstrup - Steel MANUFACTURER

Main busbar system for low-voltage switchgear assembly TEST OBJECT

Omega 800 A TYPE

Test sample MANUFACTURING
NO.

Rated operational voltage VR 440/690 V RATED

Rated insulation voltage U, 1000 V mﬁ?s

Rated impulse withstand voltage Uinp 8 kv CLIENT

Rated current I 1000 A

Degree of protection IP 44

Rated frequency f 50 Hz

Rated peak withstand current ok 143 kA

Rated short-time withstand current low 65 kA 1s

IEC 60439-1: 2004-04 NORMATIVE

DIN EN 60439-1 (VDE 0660 Teil 500): 2005-01 DOCUMENT

Verification of short-circuit withstand strength RANGE OF TESTS
PERFORMED

13 July 2005 DATE OF TEST

The test object is capable of properly carrying its rated peak withstand TEST RESULT
current and its rated short-time withstand current.
The test results are documented in IPH Test Report No. 1170.05395.281.

AL fre

W. MORITZ S. GEORGIAS
Head of high-power test laboratory Test engineer in charge

Berlin, 22 March 2006
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switchgear, power cables and power cable accessories, lv. apparatus and switchgear, installation equipment and switching and
control equipment.
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CLIENT

MANUFACTURER

bly TEST OBJECT

1 and SA 03 TYPE
Test sample MANUFACT. NO
Rated operational voltage U, 690 V RATED
Rated insulation voltage U, 1000 V mEJABCJETﬂISE“CS
Rated impulse withstand voltage Uy, 8 kv CLIENT
Degree of protection IP 44
Rated current I 1900 A
Rated current with [P 2X I 2000 A
Rated frequency f 50 Hz
Rated peak withstand current Lo 154 kA
Rated short-time withstand current |, 70 kA 15s
IEC 60439-1: 2004-04 NORMATIVE
IEC 60529 : 2001-02 DOCUMENT
Verification of RANGE OF TESTS
e temperature-rise limits PERFORMED
e dielectric properties
e short-circuit withstand strength
« effectiveness of the protective circuit
e clearances and creepage distances
e mechanical operation
e degree of protection IP 44
4t0 11 July 2005 DATE OF TEST
The rated characteristics related to the range of tests performed have TEST RESULT

been verified. The tests have been PASSED. The performed tests are
documented in the IPH Type Test Report No. 1170.0541.5.222.

et ‘o,

RONALD BORCHERT MICHAEL HEISE
Head of low-voltage test laboratory Test engineer in charge

Berlin, 28 July 2005
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switchgear, power cables and power cable accessories, v apparatus and switchgear, installation equipment and switching and
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